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LLaaddddeerrss  aanndd  SSttaaiirrwwaayyss 
By Doug Plemons 

Why an article regarding ladders and stairways? Because improper use of ladders is a major cause of serious and costly 
accidents. And who eventually pays for the cost of accidents? THE EMPLOYER 
 

The more flagrant violations of safe work practices involve employees jumping from lower steps of ladders and breaking or 
twisting a leg, etc. Ladders that are not tied off may slip and fall, injuring a worker. Employees often hyperextend 
themselves from ladders, causing them to overbalance and fall or causing the ladder to overbalance and slip. I’m sure you 
can think of many more injury situations involving ladders. 
 

SAFE USE OF LADDERS 
General requirements specify that ladders shall be used to give safe access at all elevations. Ladders cannot be used if they 
have broken or missing rungs or steps. The base of portable ladders must be firm on the ground and the area around it 
must be kept clear. Ladders shall be placed at approximately 1:4 pitch for safe climbing. They cannot be used horizontally 
for platforms, runways or scaffolds. Ladders cannot be placed so they will block work activities unless protected by 
barricades or guards. When going up or down a ladder, a worker is supposed to hold on with both hands; however, this 
rule is not intended to prohibit carrying small items. 
 

The side rails of extension ladders must extend at least 36 inches above the landing or have grab rails which provide a 
secure grip. Portable ladders shall be tied, blocked or otherwise secured during use to prevent them from being displaced. 
Portable metal ladders cannot be used for electrical work or where they might come in contact with electrical conductors. 
Do not use ladders as guides, braces or skids; only use them as ladders. 
 

STAIRWAYS 
On all structures two or more floors (20 feet or higher) in height, stairways, ladders or ramps shall be provided for 
employees during the construction period. All parts of the stairway must be free from hazardous projections such as 
protruding nails. Debris or other loose material shall not be allowed on or under stairways. Slippery conditions on stairways 
shall be eliminated as soon as possible after they occur. 
 

Permanent metal stairways and landings with hollow pan type treads shall be filled to the level of the nosing with concrete 
or other solid material. Metal landings shall be secured in place before filling. Wooden treads for temporary service shall be 
full width. Stairs shall be installed at angles to the horizontal of between 30-50 degrees. Riser height and tread width shall 
be uniform throughout any flight of stairs including the foundation structure used as one or more treads. All stairs shall be 
lighted 3-10 foot-candles as a minimum requirement, depending on the stairway use. Spiral stairways shall not be 
permitted except for special limited usage and secondary access situations where it is not practical to provide a 
conventional stairway. 
 

This information was taken from OR-OSHA’s Division 3 Construction Code, subdivision X. In addition, the following code is 
also good to remember:  
 

EMPLOYER RESPONSIBILITIES - 437-001-0760 Rules for all Workplaces. 
 

(a) The employer shall see that workers are properly instructed and supervised in the safe operation of any machinery, 
tools, equipment, process, or practice which they are authorized to use or apply. This rule shall not be construed to require 
a supervisor on every part of an operation nor to prohibit workers from working alone.  
 
(b) The employer shall take all reasonable means to require employees:  

(A) To work and act in a safe and healthful manner;  
(B) To conduct their work in compliance with all applicable safety and health rules;...  
So…. 

“If it doesn’t look safe and doesn’t feel safe then it probably isn’t safe... 
so work together to figure out a safe way to do the job.” 

 

The information we provide is not intended to include all possible safety measures and controls.  In addition, 

the safety information we provide does not relieve the Members of its own duties and obligations with regard 

to safety concerns, nor does Oregon Home Builders Association guarantee to the Members or others that 

the Member’s property, job sites and/or operations are safe, healthful, or in compliance with applicable laws, 

regulations or standards.  The Members remain responsible for their own operations, safety practices and procedures and should consult with legal 

counsel as they deem appropriate.  

OHBA  
Safety Pages 



SAFETY PAGE MEETING GUIDE   Topic: Ladders & Stairways 

Employer: _________________________________ Project: ___________________________________ 

Date: _____________________ Time: ______________________ Shift: __________________________ 

Number in crew: ________________________   Number attending: _____________________________ 

Safety or Health issues discussed. Include recent accident investigations and hazards involving tools, 
equipment, the work environment, work practices and any Safety or Health recommendations:   

_____________________________________________________________________________________ 

_____________________________________________________________________________________ 

_____________________________________________________________________________________ 

_____________________________________________________________________________________ 

Follow up on recommendations from last safety meeting:  

 ____________________________________________________________________________________ 

_____________________________________________________________________________________ 

Record of those attending: 

Name: (please print) Signature: Company: 
1.   
2.   
3.   

4.   
5.   
6.   
7.   
8.   
9.   
10.   
11.   
12.   

 
Supervisor’s remarks: __________________________________________________________________ 
 
 Supervisor: ______________________________________    _ _________________________________ 
                                                         (Print)                                                                        (Signature)  


